
Endure Exterior Gloss D182

DescriptionDescriptionDescriptionDescription
Taubmans Endure Exterior is engineered with Nanoguard that creates an interlocking
molecular structure so dirt is less likely to stick and surfaces are easier to clean. It's tough,
repels dirt and resists the elements such as baking heat from the sun, howling rain, and
even snow, which is why it has a 15 year guarantee*.

UsesUsesUsesUses
All exterior walls and trim including timber, galvanised iron, Zincalume and masonry.

Recommended forRecommended forRecommended forRecommended for
Superior performance

FeaturesFeaturesFeaturesFeatures

Taubmans Endure has a unique interlocking molecular structure that creates a protective shield so that dirt
and stains can simply be wiped away without compromising the quality of the paint.

Fungicide ProtectionFungicide ProtectionFungicide ProtectionFungicide Protection
Resists growth of mould and algae

NanoguardNanoguardNanoguardNanoguard
Engineered to endure, with a 15 year warranty.

Self PrimingSelf PrimingSelf PrimingSelf Priming
Complete finish in only 2 coats - product, labour and time saving

Unique Dirt Shedding FormulaUnique Dirt Shedding FormulaUnique Dirt Shedding FormulaUnique Dirt Shedding Formula
Looks fresher longer

TechnicalTechnicalTechnicalTechnical

Colour RangeColour RangeColour RangeColour Range
Extensive colour range. Refer to Taubmans Consumer or Architectural/Specifier Colour
Systems

Drying And RecoatingDrying And RecoatingDrying And RecoatingDrying And Recoating
Normally dries in 30 minutes and may be recoated after 2 hours (at 25°C and 50% relative
humidity). NOTE: Drying time may be lengthened in damp, cold or humid conditions

Exterior DurabilityExterior DurabilityExterior DurabilityExterior Durability
Excellent

Gloss LevelGloss LevelGloss LevelGloss Level
Gloss (75%)

Specifications metSpecifications metSpecifications metSpecifications met
AS3730.10

VOCVOCVOCVOC
55g/L. Meets GBC requirements for an exterior gloss.

Surface PreparationSurface PreparationSurface PreparationSurface Preparation
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All surfaces to be painted must be clean, dry and free of contamination. In hot and windy
conditions or when painting very absorbent surfaces, dampen the surface with water before
painting. Endure Exterior Gloss is not suitable for use on surfaces used for the collection of
drinking water.

Galvanised SteelGalvanised SteelGalvanised SteelGalvanised Steel
Thoroughly degrease new galvanised steel. Abrade structural galvanised steel to remove
chemical treatments and ensure adhesion of primer.

RepaintRepaintRepaintRepaint
Remove all loose and flaking paint. Spot bare areas with Endure Exterior Gloss or the
appropriate primer. Apply Prep Right Traditional Oil Based Undercoat to aged enamel
systems to provide intercoat adhesion. Thoroughly sand new or unweathered Colorbond®.

SteelSteelSteelSteel
Prime bare steel with PrepRight Iron And Steel Primer.

TimberTimberTimberTimber
Sand weathered timber to a sound surface. Prime bare Cedar with Prep Right Wood Primer
to prevent staining.

ZincalumeZincalumeZincalumeZincalume
Wash with water and mild detergent. Surface must be clean and dry.

ApplicationApplicationApplicationApplication

Apply 2 liberal coats by brush, roller or spray. Do not overspread. Keep brushes and rollers working freely by
rinsing occasionally in clean water.

CleanupCleanupCleanupCleanup
Water

CoverageCoverageCoverageCoverage
Up to 16m²/litre, depending on nature of surface. Coverage will be lower on rough or
absorbent surfaces.

RecoatRecoatRecoatRecoat
Recoat after 2 hours at 25°C and 50% RH.

StirringStirringStirringStirring
Stir paint with a 25mm wide flat stirrer in a circular lifting motion for at least 5 minutes
before use.

TemperatureTemperatureTemperatureTemperature
Do not use at temperatures below 10°C, above 35°C or when humidity is excessive.


